vbsien

hardness
tester

MODELS B, B-75, BB-75

A PORTABLE, FAST, ACCURATE
HARDNESS GAUGE AVAILABLE IN
SEVERAL MODELS FOR TESTING
MATERIALS SUCH AS ALUMINUM,
BRASS, COPPER AND MILD STEEL.

QUICKLY IDENTIFY TEMPERS.

TESTS A VARIETY OF SHAPES
THAT OTHER TESTERS CANNOT
CHECK: EXTRUSIONS, TUBING
AND FLAT STOCK.

USES AND APPLICATIONS

For identifying heat-treated from non-
heat-treated parts.

Provides correlation between a bench
mounted hardness tester and the
production line.

For segregating materials in stock.

For differentiating between soft or work-
hardened material.

For identifying parts made from improper
or substandard alloys.

Checking for proper heat-treatment
response.

Useful in conjunction with stationary
laboratory hardness testers. Gives a
rapid 100% check on parts which would
consume many man-hours with slower
operating test equipment.

Can be used on assemblies which cannot
be brought to the laboratory.
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FEATURES

One hand operation and portability.

Round 3/8 inch diameter anvil permits testing
a great variety of shapes.

Simple operation permits readings independent
of the operator’s skill.

Test is made by simply applying pressure to the
handles until “‘bottom”’ is felt.

Easy-to-read dial indicator with 20 graduations
permits use of the tester as ‘“‘go’’ and "’no-go”’
gauge, or values can be converted to other
standard scales.

Standard hardness gauge tests materials up to
1/4 inch in thickness.

Increased capacities available up to 1 inch.
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